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Materials for biomedical applications typically involve surface engineering. Scaffolds used for tissue engineering,
for example, require a surface functionalization in order to support cell growth. The deposition of functional
plasma polymer coatings seems to be an attractive approach to modify substrates for biomedical applications.
Possible degradation of highly functional plasma polymers and the effect of its degradation products on cell
growth, however, are not yet investigated in detail. Plasma polymer formation is governed by gas phase (mainly
determining the chemical composition) and surface processes (inducing cross-linking) which both inﬂuence the
incorporation of amino groups in a-C:H:N coatings deposited by NH3/C2H4 discharges. Aging is studied in air and
in aqueous conditions revealing the degradation of such plasma polymers (loss in thickness and loss of amino
groups). Degradation products seem to inﬂuence viability and proliferation of mouse skeletal muscle cells on
electrospun poly(ε-caprolactone) scaffolds. Thus, possible chemical changes as a function of time or exposure
to differentmediamust be taken into account in the design of functional plasma polymer coatings for biomedical
applications in order to avoid possible adverse effects on cell growth.
1. Introduction
Biomedical applications require special conditions for functional
plasma polymer ﬁlms grown at the surface of scaffolds or membranes:
while adding functional groups that have to be stable in aqueous envi-
ronments, changes in the mechanical and topographical properties of
the substrates need to be minimized. For this purpose, both gas phase
and surface processes should be well controlled during plasma poly-
merization. While gas phase processes are governed by the energy
invested per particle (plasma chemistry), surface processes also depend
on the energy ﬂux and on the momentum transfer during ﬁlm growth
(plasma physics). The latter are calculated bymeasuringmean ion ener-
gies and ion ﬂuxes as well as deposition rates.
Investigating hydrocarbon discharges (mainly C2H4) mixed with
reactive gases such as CO2 and NH3, we found that the ﬁlm density is
proportional to momentum transfer by ion bombardment during ﬁlm
growth, whereas the functional group density (carboxylic or amino
groups) scales inversely with this deposition-controlling parameter
[1]. Hence, the functional group density and permanence (by cross-
linking) of the a-C:H:O and a-C:H:N plasma polymers can be optimized.
Plasma activation or polymerization processes have been utilized
for several years to create optimal culture substrates for adhesion
dependent mammalian cells and commercially available oxygen
functionalized culture dishes (TCPS) present a gold standard. Further,
amino-functionalized Primaria™ culture dishes were widely employed
for cell types that grow only poorly under conventional conditions.
During the last decade, plasma-functionalization has been used for the
creation of enhanced biointerfaces on scaffolds for tissue engineering
applications [2]. Particularly, oxygen-functional groups were demon-
strated to enhance cell adhesion, proliferation and differentiation.
Importantly, scaffoldsmust present stable functional groups, but should
not release toxic degradation products upon storage or culture under
aqueous conditions.
Electrospun scaffolds for tissue engineering and porous membranes
for drug delivery were thus functionalized using plasma polymerization
with the aim to maintain their submicrometer 3D architecture and their
mechanical properties. Ultrathin plasma polymer layers (b10 nm) were
deposited, since thicker coatings were found to affect substrate stiffness
and degradability [3,4]. While CO2/C2H4 gas discharges have already
been proven to support cell growth on electrospun poly(ε-caprolactone)
(PCL) scaffolds used for tissue engineering [5], we now investigate
the ability of NH3/C2H4 gas discharges for the same purpose. Such
amino-functional plasma polymers were recently used as adhesion pro-
moting layers in ﬁber-reinforced composites as well as on membranes
to chemically attach thermoresponsive poly(oligo(ethylene glycol)
methacrylate) (pOEGMA) copolymers forming brushes [6,7]. After the
chemical reaction the amino-functionalized plasma layers were found
to be permanent [8].
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Plasma polymer ﬁlms with nitrogen-functional groups (a-C:H:N)
are also frequently used for biomedical applications [2,3,9,10]. Degrada-
tion effects such as oxidation and leaching of lowmolecularweight frag-
ments that are known to occur for amino-functional plasma polymers,
however, require special handling [9,11–16]. Prior to cell attachment
a-C:H:N-coated samples are therefore stored in air for several weeks,
thermally treated (in vacuum) and/or washed with solvents, while the
media is frequently exchanged during cell growth [17–19]. We could
thus demonstrate that cell growth of mouse ﬁbroblasts (cell line 3T3)
is supported on amino-functionalized plasma polymer-coated Petri
dishes after 1 day of pre-incubation in water [20]. In the current study,
however,we investigate the effect of plasmapolymer layer/coatingdeg-
radation on cell growth of mouse skeletal muscle cells (cell line C2C12)
cultured on a biodegradable, electrospun PCL scaffold without pre-
incubation or further surface treatment.
2. Experimental
2.1. Plasma processing
Amino-functional plasma polymers were deposited from NH3/C2H4
discharges using two different (almost symmetric) plasma reactors
with 13.56 MHz radiofrequency (RF) excitation [21]. A lab-scale
batch reactor with an electrode size of 700 cm2 and a pilot-scale
web coater with an electrode size of 12,000 cm2 were used. RF was
capacitively coupled to the substrate bearing electrode. The range of
power input W per monomer gas ﬂow rate Fm was kept between 60
and 350 J cm−3 for all experiments, while the NH3/C2H4 gas ﬂow ratio
was varied between 0.8 and 4 and the pressure was ﬁxed at 10 Pa. The
deposited mass was measured by weighing thin glass slide substrates
right before and after deposition. Electric characteristics of the discharge
were observed by a V/I probe (ENI Model 1065) and electron densities
were measured using microwave interferometry (JE PlasmaConsult
MWI 2650) showing a linear behavior with power input [21]. Chemical
composition was examined by XPS surface analysis (PHI 5600 LS),
also using derivatization with 4-(triﬂuoromethyl)benzaldehyde (TFBA)
vapor to determine the amino group density with respect to the carbon
concentration (NH2/C) [22]. Samples were stored in controlled environ-
ment (21 °C, 65% relative humidity (RH)) for 20 days and in deionized
water for 2 h.
2.2. Scaffold production and characterization
Nanoﬁbrous scaffolds were produced by electrospinning on a
home-built setup. Brieﬂy, a 15% w/v polymer solution of PCL in acetic
acid/pyridine (all from Sigma–Aldrich, Switzerland) was introduced
in an electrostatic ﬁeld and processed at an electric ﬁeld strength of
1 kV cm−1 and 30 μL min−1 ﬂow rate [5,23]. As-spun substrates were
plasma functionalized in the lab-scale batch reactor. Plasma process pa-
rameters were set to an energy input of 110 J cm−3, an NH3/C2H4 ratio
of 2:1, and a process duration of 20min at a pressure of 10 Pa. Chemical
surface composition was assessed by XPS, ﬁber morphology by scan-
ning electron microscopy (SEM, Hitachi, Canada).
2.3. Cell culture and analysis
All experiments were accomplished on NH3/C2H4 plasma function-
alized scaffolds (indicated as ‘amino’), as-spun PCL scaffolds (‘ctrl.’)
and tissue treated culture dishes (‘TCPS’; TPP Omnilab, Switzerland).
Different intervals between plasma coating and cell seeding were con-
sidered (freshly prepared or stored/aged for 9 months in air) without
pre-incubation or washing. Cell seeding and culture on the scaffolds
were accomplished as described in detail by Guex et al. [24]. Brieﬂy,
6 mm diameter substrates were cut and sterilized under UV. Murine
skeletalmyoblasts (C2C12, ATCC,Manassas, USA)were seeded at a den-
sity of 0.25 106 cells per patch. Constructswere cultured under standard
conditions in a humidiﬁed incubator at 37 °C and 5% CO2. Myotube dif-
ferentiation was initiated 7 days post seeding with a serum-deprived
culture medium for an additional period of 14 days.
Cells were assessed for viability and substrate toxicity as previously
reported [5]. In short, substrate toxicity and resulting cell death were
monitored by lactate dehydrogenase (LDH) release into the cultureme-
diumon days 3, 5 and 7 (LDH toxicity test, Sigma–Aldrich, Switzerland);
whereas cell viability was assessed by a 3-(4,5-dimethylthiazol-2-yl)-
2,5-diphenyltetrazolium bromide test, 48 h after seeding (MTT,
Sigma–Aldrich, Switzerland). Cell number was quantiﬁed on days 3, 5
and 7 post seeding using a commercially available cell proliferation
assay kit (CyQuant; Invitrogen, USA). Myoblast differentiation and fusion
into myotubes were assessed by immunohistochemistry and positive
desmin staining (anti-desmin antibody, Abd Serotec, USA; and EnVision
System-HRP Kit, Dako, USA).
3. Results and discussion
The deposition of plasma polymers is both governed by gas phase
and surface processes, where the latter is different on ﬂat and 3D struc-
tured substrates due to the interaction with energetic particles (mainly
ions). While the ions incident on a 3D structured material mainly reach
surfaces in the line of sight, the ﬁlm-forming species as produced by gas
phase processes are able to penetrate deeper into the material. The
amino-functional plasma polymer is thus deposited under rather mild
conditions on the electrospun PCL substrate, i.e. the deposition ismainly
governed by plasma-chemical reactions. Therefore, (ﬂat) samples used
for surface analytics (Si wafers) were coated in the web coater which
enables a low energy ﬂux (product of mean ion energy and ion ﬂux)
to the surface, while the ﬁbrous PCL substrates were treated in the
smaller batch reactor. Both electron temperature Te and electron density
ne are found to decrease with the reactor size, since electrons are kept
for a longer time within the plasma volume [25]. Ion-induced etching
effects that strongly reduce deposition rate are thus only found for
high NH3/C2H4 ratios, where a high energy density due to the overall
low deposition rates is observed [21,26]. Note that energy density is
deﬁned as energy ﬂux per deposition rate, i.e. the ﬂux of depositing
species [27]. Mass deposition rates for an NH3/C2H4 gas ratio between
0.8 and 2, on the other hand, follow an Arrhenius behavior as a function
of the energy input W/Fm (power input per monomer gas ﬂow rate),
which is indicative of a predominant plasma-chemical reaction path-
way with an activation barrier Ea:
Rm
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whereG is a reactor and process dependent factor related to the conver-
sion of monomer into ﬁlm growth [28]. Deposition on the PCL scaffolds
(by choosing an NH3/C2H4 ratio of 2) was performed in a smaller batch
reactor that, nevertheless, enabled the same plasma-chemical reaction
pathway [21]. The used range of W/Fm was kept above Ea as obtained
for NH3/C2H4 discharges in previous works. Following Eq. (1) the depo-
sition rate thus increases slowly with power.
The stability and functional group density of the amino-functional
plasma polymers were examinedwith respect to themomentum trans-
fer during ﬁlm growth, since we could recently show that cross-linking
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where n0 is the plasma density (which equals ne for electropositive dis-
charges),Vsh is the sheath voltage in front of the sample, R is the (atomic)
deposition rate, and f is a factor that depends on electron temperature Te
and pressure p [1,28]. Since the variation of Te with power input can











constant for the used experimental conditions. The momentum transfer
thus increases with power input (forW/Fm above Ea).
At ﬁrst, plasma-coated samples (Si wafers) were stored for 2 h in
deionized water revealing ﬁlm loss depending on NH3/C2H4 gas ratio
and momentum transfer (Fig. 1). Film loss is thus closely related to
the cross-linking density of the a-C:H:N plasmapolymers [29,30]. Stable
amino-functional plasma polymers could only be observed for gas ratios
up to 1,while higher ratios resulted in substantialﬁlm loss. In any case, a
thin (few nanometer thick) N-functional hydrocarbon layer remained
on the substrate, probably due to reduced deposition rates at the initial
ﬁlm growth and higher cross-linking (considering the energy density
during ﬁlm growth) [26,31].
Next, the chemical composition of the plasma polymers was
compared before and after aging conditions (Fig. 2). First of all, the
chemical (elemental) composition is independent of power input and
also independent of the energetic conditions (momentum transfer)
during ﬁlm growth. The incorporation of nitrogen only scales with the
NH3/C2H4 ratio, agreeing well with the assumption of a predominant
plasma-chemical reaction pathway following an Arrhenius behavior.
Therefore, we can expect the same elemental composition on the scaf-
folds, i.e. on a complex 3D structure. After aging, all ﬁlms revealed a
reduction in the nitrogen concentration (N/C), which becomes more
pronounced for higher NH3/C2H4 gas ratios. The oxygen content
(at the surface) increased from O/C = 0.07 ± 0.02 to O/C = 0.14 ±
0.04 after degradation in humid air or deionizedwaterwithout showing
a trendwith the deposition parameters. Both storage conditions (humid
air and water) yield a comparable aging. The chemical changes were
found to saturate after about 20 days of aging in air (21 °C, 65% RH),
which agrees well with ﬁndings by other groups [16]. Using dry air
(or nitrogen) slows down the degradation mechanism, revealing the
inﬂuence of humidity [11,16].
The density of primary amino groups shows a different behavior
(Fig. 3). Again the NH2/C ratio scales with the NH3/C2H4 gas ratio in
the discharge, but also with the momentum transfer at the growing
ﬁlm surface indicating cross-linking reactions yielding a loss in function-
ality. After aging, however, the NH2/C ratio was found to show the same
(lower) level of around 2% independent of storage in air or water. Plasma
polymers containing primary amino groups are known to show aging ef-
fects, i.e. oxidation reactions yielding the formation of amides (among
other functional groups) [11,13,14]. Immersion inwater results inweight
loss and removal of nitrogen groups from the residual deposit, e.g., by hy-
drolysis of imine groups. The oligomeric parts of the ﬁlms are released
due to degradation accompanied by pore formation in the remaining
ﬁlms [12]. This degradation occurs already within a few hours of storage
inwater and leaves the cross-linkedportion of the plasmapolymer on the
substrate [12,14,26].
From these results, deposition conditions at anNH3/C2H4 gas ratio of
2were selected to investigate cell growth ofmouse skeletalmuscle cells
on electrospun poly(ε-caprolactone) scaffolds, in order to examine the
inﬂuence of rapid ﬁlm degradationwithin aqueous environments of ini-
tially amino-rich (NH2/C ratio of 6–9%) plasma layers.
Optimized electrospinning parameters allowed for the production of
homogenously assembled ﬁbers in the sub-micrometer range (mean
diameter of 237 ± 98 nm). XPS analysis conﬁrmed the deposition of a
nitrogen-functional hydrocarbon coating (Table 1). Comparable to re-
sults on Si wafers, nitrogen functional groups on electrospun PCL ﬁbers
undergo oxidation in air, indicated by the increased oxygen content and
altered N/C ratio 9 months after processing (substrates stored at RT in
air). Note that the XPS measurement directly on the ﬁbers also records
the PCL substrate due to the nanoscaled plasma polymer layer, thus
explaining the overall higher C and O contents.
MTT staining, performed 48 h post seeding, indicates reduced cell
viability on freshly amino-functionalized scaffolds, compared to control
groups on as-spun scaffolds or TCPS (Fig. 4). Interestingly, cell viability is
Fig. 1. Film loss of a-C:H:N plasma polymers stored for 2 h in water. While the plasma
polymers become less stable with an increasing NH3/C2H4 ratio, enhanced momentum
transfer improves stability by cross-linking.
Fig. 2. Elemental composition (N/C ratio) after deposition (open symbols connected by
solid lines), after storage in air for 20 days (open symbols connected by dashed lines)
and after storage inwater for 2 h (closed symbols connected by solid lines). N/C decreases
stronger with an increasing NH3/C2H4 ratio independent of aging in water or air.
Fig. 3. Functional group density (NH2/C ratio) after deposition (open symbols connected
by solid lines), after storage in air for 20 days (open symbols connected by dashed lines)
and after storage in water for 2 h (closed symbols connected by solid lines). Enhanced
momentum transfer yields a decrease in functionality due to cross-linking. After aging a











enhanced on amino-functionalized scaffolds that were stored in air at
RT for 9 months.
In linewith reduced cell viability, LDH release into the culture medi-
um is increased on amino-functionalized scaffolds (Fig. 5). An initial
burst release is monitored on day 3, being reduced on days 5 and 7. A
low LDH release is indicative for either very low cell mortality, or a
low cell number. On amino-functionalized scaffolds, the cell number
slightly decreases over time (Fig. 6), thereby releasing lower LDH
amount than on control scaffolds. Thereon, LDH release remains con-
stant throughout the culture period. A relatively high LDH release on
TCPS corroborates the high cell number and consequently enhanced
cell mortality under highly conﬂuent culture conditions.
Lightmicroscopy images underpin these ﬁndings of low cell viability
and cell number on freshly amino functionalized scaffolds. Myoblasts
display a round, pheno-atypical morphology (Fig. 7). The round
morphology further indicates reduced cell adhesion to the substrates
and consequential cell death. Such effects were not observed on un-
treated or a-C:H:O plasma-coated PCL scaffolds [5,23]. Interestingly,
on amino-functionalized aswell as on pure substrates,myoblasts differ-
entiate into multinucleated myotubes after prolonged cell culture and
regular media exchange.
These results of distinct cell response to aged surface coatings lie in
agreement with the measured plasma layer stability. We therefore
hypothesize that long-term aged scaffolds presentmore stable nitrogen
(amino) groups that result in enhanced cell viability and reduced LDH
release.
These ﬁndings agree well with results obtained by other groups
showing that oxidation processes support stabilization of the a-C:H:N
plasma polymer starting several days after deposition [11,12,16].
Some studies, however, report enhanced adhesion and spreading with-
in hours post seeding ofmammalian cells on amine or amide containing
surface coatings [3,10,32]. While those studies did not mention the
storage conditions prior to cell seeding, the positive results might also
be explained by a lower initial NH2/C ratio (b1% in [32] and 2–4% in
[11]), which is close to our ﬁnding of stabilized ﬁlms at around 2%
amino groups.
The examined freshly prepared, initially amino-rich plasma polymers
were also found to support cell growth after pre-incubation or exchange
of the culture media [20]. Enhanced cell viability and differentiation into
myotubes after an expansion of the culture period of several days/weeks
(requiring exchange of themedium) both underpin the hypothesis of fast
degradation of the a-C:H:N plasma polymer that forms a stable layer after
an initial decomposition. To this end, we hypothesize that the small
amount of viable cells that remains on the scaffold would further differ-
entiate into myotubes, once the degradation products have been
removed and the plasma polymer surface is stabilized.
Leaching of amino-rich oligomers from freshly prepared a-C:H:N
plasma ﬁlms into the culture medium might lead to an occurrence
of an adverse reaction on cells. Decomposed substances containing
Table 1
Chemical surface composition on electrospun PCL ﬁbers, assessed by XPS on freshly
prepared plasma polymer ﬁlms and after long-term storage in air.
Average elemental composition in at%
Directly after processing 9 months post processing
C O N N/C C O N N/C
Pure 77.4 22.6 0 0
Plasma-coated 74.2 9.4 18.1 0.24 76.5 11.7 11.8 0.15
Fig. 4. Photographs and spectrophotometrical assessment of MTT staining 48 h post seeding. a) Freshly prepared amino-functionalized scaffolds, b) amino-functionalized scaffolds
after long-term storage in air, c) control group, no plasma functionalization. A deep, dark color indicates viable cells, whereas the light colored scaffolds in a) indicate reduced cell viability.
Spectrophotometrical quantiﬁcation of MTT was accomplished on freshly prepared amino functionalized scaffolds and control groups.
Fig. 5. LDH release assessed over a culture period of 7 days. LDH release, indicative for cell
death, is enhanced on freshly amino-functionalized scaffolds on day 3. The high LDH
release on TCPS is due to an enhanced proliferation and increased cell number; leading











polyamines, i.e. an organic compound with terminal amino groups, are
known to interact on cellular signaling pathways, thereby modifying
cell proliferation or cell death and apoptosis [33,34]. The diverse cellular
response and underlying mechanisms are not fully understood yet and
leachable molecules from functionalized layers are therefore generally
undesired. Degradation products are, however, removed by exchange
of the medium leaving a stabilized functional surface (with reduced
NH2/C content).
In summary, it can be stated that a-C:H:N ﬁlms deposited with an
NH3/C2H4 ratio of 2:1 (and thus a high initial NH2/C ratio) on electrospun
membranes do not present stable surfaces suitable for the used cell
culture (murine skeletal myoblasts). Cell viability strongly depends on
the aging effects of the substrates and the plasma layer. Although the
underlying processes of cell morphology and differentiation on amino-
functionalizedplasma coatings remain open,wewould like to emphasize
on the low stability of highly amino-functional layers and the potential
risk of consequential heterogeneous results in cell culture. Reproducible
results highly depend on the previous history of the plasma coated sub-
strates. Stating precise details on culture protocols, including for instance
washing or pre-incubation inmedia, is thus of paramount importance for
cell culture studies.
4. Conclusion
Amino-functional plasma polymers can be deposited on ﬂat as well
as on 3D structured substrates using NH3/C2H4 discharges as long
as the deposition is mainly governed by plasma chemical processes,
i.e. avoiding strong etching effects by ion bombardment. Therefore,
the deposition on electrospun PCL scaffolds in a lab-scale reactor could
be compared to the deposition on ﬂat substrates in a much larger
web coater, in which case rather mild plasma conditions were used.
Increased amounts of nitrogen incorporation can be achieved by in-
creasing the NH3/C2H4 ratio in the plasma. The number of incorporated
primary amino groups can also be raised with the NH3/C2H4 ratio, but
was found to be reduced due to momentum transfer and densiﬁcation
(cross-linking) during ﬁlm growth. Increasing the NH3/C2H4 ratio, how-
ever, induces strong aging effects and degradation of the plasma poly-
mer coatings. To examine the impact of such effects on cell growth,
ﬁlms deposited at an NH3/C2H4 ratio of 2 were used. Freshly prepared,
amino-rich ﬁlms were found to induce cell death of mouse skeletal
muscle cells, most likely due to released nitrogen-containing oligomers.
After removal of the media containing such degradation products, the
cells could recover.
More permanent a-C:H:N plasma polymers showing no ﬁlm loss or
reduced N/C after aging can be achieved with a lower NH3/C2H4 ratio
(around 1) yielding a lower initial primary amino group density (NH2/
C ratio). Interestingly, all examined coatings end up at an NH2/C value
of about 2% after storage in air or in water which represents suitable
conditions for cell growth. Possible adverse effects on cell reaction as
caused by leaching of oligomers can thus be avoided by selecting proper
plasma conditions.
In summary, advanced plasma polymer coatings for biomedical
applications such as support of cell growth require the thorough inves-
tigation of ﬁlm properties within the biological environment, while
common ﬁlm characterizationmight be insufﬁcient or evenmisleading.
In any case, amino-functionalized plasma polymers are suitable for
biomedical applications after pre-incubation (e.g. in water). Similar
suitable starting conditions might also be obtained by storage of about
20 days in (humid) air. The actual plasma conditions are found to be
less sensitive, i.e. even different energetic conditions during ﬁlm growth
Fig. 6.Cell number, assessed byCyQuant, over a culture period of 7 days. On TCPS, the cells
present a high proliferation rate, whereas on amino-functionalized scaffolds, cell number
decreases over time, presenting even lower cell proliferation than on pure PCL substrates.
Fig. 7. Light microscopy images of desmin(+)-stained myoblasts 7 days post seeding (a, b) and myotubes 21 days post seeding (c,d) on amino-functionalized scaffolds (a,c) and control
groups (b,d). C2C12 on amino-functionalized scaffolds display a roundmorphology, whereas in b) C2C12 display a typical, elongated morphology. On both substrates, myoblast differen-











result in comparable coatings (after aging). 3D structured substrates
can thus be functionalized and stored using plasma polymerization
processes.
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